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AZM CARPET INTERNATIONAL “Offering you the ideal solutions
from entrance to exit”

Vadi İstanbul Bulvar 2A Of  is | Ayazağa Mah.
Azerbaycan  Cad. No: 3/I Daire: 15-16 Sarıyer / İSTANBUL 

+90 530 523 52 73
www.anilzemin.com
info@anilzemin.com

:50 cm x 50 cm 
:%100 PP 
:Bitumen 
:3,0 mm ± 10% 
:6,0 mm ± 10% 
:360 g/m² ± 10% 
:3790 g/m² ± 10% 
:Euroclass Cfl-s1 
:%100 SD Kendinden Boyal  
:BS EN 1307 – Orta Trafik Class 31 
:20 adet 

Micra Teknik Özellikler 
Boyut 
plik Türü  

Taban Türü 
lmek Yüksekli i  

Toplam Yükseklik  
lmek A l   
Toplam A l  
Alev Almazl k  
Boyama ekli   
Performans De eri  
Kutu çi Karo Adeti 

:50 cm x 50 xm -25 cm x 100 cm  
:%100 PP 
:Bitumen 
:3,0 mm ± 10% 
:5,0 mm ± 10% 
:400 g/m² ± 10% 
:3790 g/m² ± 10% 
:Euroclass Cfl-s1 
:%100 SD Kendinden Boyal  
:Tufted Machine Gauge 1/10G 
:BS EN 1307 – Orta Trafik Class 31 
:20-10 adet 

eknik Özellikler  

Boyut 
plik Türü  

Taban Türü 
lmek Yüksekli i  

Toplam Yükseklik  
lmek A l   

Toplam A l  
Alev Almazl k  
Boyama ekli  
Dokuma ekli 
Performans De eri  
Kutu çi Karo Adeti 

Micra & Micra Line Carpet Tiles

Micra 
&

Micra Line 

EkeLpz ZTs29
2015

EN 1307
Dop Nr.:

Reaction to fire :Cfl-s1
Slip resistance : DS

EN 14041:2004

Textile floor covering to
be used within a building


